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Consumables
for Spectroscopic
Sample Preparation

Sample preparation of metals and
materials have become more and
more important because of the
rapid development and
improvement of both software as
well as OES and XRF-devices
during the past few years that
shifts the detection limit for trace
analyses.

It is crucial to have the sample
properly prepared. The sample
needs to be both representative,
homogeneous and with an even
surface in order to eliminate
factors that can influence the
results.



SPECTROSCOPIC
SAMPLE PREPARATION

Paper Grinding Discs for Spectral 200 & 350

Quantity
Diameter: / Pack:
37-020-60 DEMPAX - S Corundum 200 60 20
37-065-60 DEMPAX - S Corundum 350 60 20
36-020-60 DEMPAX - §Z Zirconium Oxide 200 60 20
36-065-60 DEMPAX - SZ Zirconium Oxide 350 60 20

YM 4256 - Dust Filter Bag Set - - 10




SPECTROSCOPIC
SAMPLE PREPARATION

GRINDING STONES for Spectral. PG

Order

No: Description: Quantity:
80-150 EKW 60 AL203 White Grinding Stone for hard steels, Dia 150/32 mm 1
80-151 EKR 60 AL203 Pink Grinding Stone for cast iron, Dia 150/32 mm 1

Milling Tips for Spectral MM

Description: Quantity:

80-200 TIPO Milling tips for non ferrous metarials (1 set=6 pcs)

80-201 TIPO Milling tips for ferrous metarials (1 set=6 pcs)




LIST of PRODUCTS

EQUIPMENT ABRASIVE CUT-OFF MACHINES
CUTTING (Chop Cutting)

METACUT M350

METACUT M350

Abrasive Cutting Machine

Compact motor, electronic brake system, cutting

capacity up to 120/130mm solid stock, for cut-off wheels upto
'0350/400mm, large T-slotted clamping table 370X350 mm
made of stainless steel, bottom part as rugged alloy

base casting, 120 It. recirculating cooling unit with

base casting, 80 It. recirculating cooling unit with

connection hoses integrated base cabinet and ready for operation.
Without clamping devices.

400V, 3 phase, 50 Hz.

Includes a standard set of cutting consumables composed of;
® An assortement of 20 cut-off wheels with 350 mm dia.

® 5 It of Metcool cooling fluid.

Clamping Devices for METACUT M350

GR 0029 Quick Acting Clamping Vise Assembly, Right,

for MTC 350 (Stainless Steel)

GR 0030 Quick Acting Clamping Vise Assembly, Left,

for MTC 350 (Stainless Steel)

GR 0031 Prism Jaw Block Set for round specimens

GR 0032 Rubber coated jaw block set for sensitive specimens

GR 0154 Compact Vise Assembly, Spring Loaded,

for MTC 350 (Stainless Steel)

1502 MBU 1031 Vertical Clamping Device with clamping shoe,
clamping height upto 115mm.

15 04 MK 10 22 Height Block, 70 mm

YM 1058 Longitudinal V-Shoe

YM 1059 Traverse V-Shoe

GR 0150 Adjustable Mechanical Stop,

to adjust the cutting length of the specimen

up to 120 mm for repetitive cuts.

Chain spanner set with anchor block

Angular cutting Fixture, for cutting upto 45 degrees angle,
complete with its vise and ready for operation.

Accessories for METACUT M350

GR 0124 Fume Condenser
GR 0207 Manual cutting table for X-axis, 90 mm travel

METACUT M250

METACUT M250

Abrasive Cutting Machine

Compact motor, electronic brake system,cutting

capacity up to 90mm solid stock, for cut-off wheels upto
@250mm, twin T-slotted clamping table made of stainless
steel, bottom part as rugged alloy base casting, GRP
protective hood, 60 It. recirculating cooling unit with
connection hoses and ready for operation.

Without clamping devices.

400V, 3 phase, 50 Hz.

Includes a standard set of cutting consumables composed of;
©® An assortement of 20 cut-off wheels with 250 mm dia.
® 5 It of Metcool cooling fluid.




EQUIPMENT
CUTTING

Clamping Devices for METACUT M250

GR 0012 Quick Acting Clamping Vise Assembly, Right, for MTC-250.
( Stainless Steel )

GR 0013 Quick Acting Clamping Vise Assembly, Left, for MTC-250.

( Stainless Steel )

GR 0010 Prism Jaw Block Set for round specimens

GR 0011 Rubber coated jaw block set for sensitive specimens

GR 0151 Compact Vise Assembly, Spring Loaded, for MTC250.

( Stainless Steel )

1501 MBU 1011 Vertical Clamping Device with clamping shoe,
clamping height upto 90 mm.

1503 MK 10 21 Height Block, 60 mm

YM 1058 Longitudinal V-Shoe

YM 1059 Traverse V-Shoe

GR 0150 Adjustable Mechanical Stop,

to adjust the cutting length of the specimen

up to 60 mm for repetitive cuts.

GR 0453 Fastener vise for longitudinal sectioning of screws, fasteners
tubes, etc. from 12 to 45 mm. in length

Accessories for METACUT M250
I T N

ABRASIVE CUT-OFF MACHINES
( Chop Cutting + Table Feed Cutting )

SERVOCUT 501-AA

SERVOCUT 501-AA

Automatic Abrasive Cutting Machine

Programmable with 5,7" HMI touch screen control,

with automatic chop cutting and automatic table-feed

cutting systems, with various cutting methods,

programmable with LCD display of cutting parameters, accurate
and motorized positioning of the specimen in X - Y and Z axis
(X-axis for plane parallel cutting is optional), integrated feed
path control, power dependent adjustable feed rate,

variable cutting force, pulse cutting mode, bar graph

overload display, compact cutting motor, 1950 rpm cutting speed,
with electronic brake system, cutting capacity upto 160/180 mm
solid stock, with cut-off wheels upto @450/500mm,

twin T-slotted table(Y-direction only) made of stainless steel,
bottom part as rugged alloy base casting, 110 It recirculating
cooling unit with connection hoses, ready for operation.
Without clamping devices.

Includes a standard set of cutting consumables composed of;
® An assortement of 20 cut-off wheels with 450 mm dia.

5 It of Metcool cooling fluid.

400V, 3 phase, 50 Hz.

14 77-AX as above(14 77) and including an automatically driven X-axis table
with 100mm travel for programmable serial plane parallel cutting.

1477V as above(14 77) and with variable cutting speed 600-2400 rpm.

14 77-V-AX as above(14 77) and with variable cutting speed 600-2400 rpm.
and including an automatically driven X-axis table with 100mm
travel for programmable serial plane parallel cutting.

GR 0925 Software package for optional cutting methods;
@ Diagonal Cut

® Step Cut

® Segment Cut




EQUIPMENT
CUTTING

Clamping Devices for SERVOCUT - AA 501

GR 0121
GR 0122

GR 0031
GR 0032
1502

1504

YM 1058
YM 1059
GR 0150

GR 0033

Quick Acting Clamping Vise Assembly, Right,

for SRC 501 (Stainless Steel)

Quick Acting Clamping Vise Assembly, Left,

for SRC 501 (Stainless Steel)

Prism Jaw Block Set for round specimens

Rubber coated jaw block set for sensitive specimens
MBU 1031 Vertical Clamping Device with clamping shoe,
clamping height upto 115mm.

MK 10 22 Height Block, 70 mm

Longitudinal V-Shoe

Traverse V-Shoe

Adjustable Mechanical Stop,

to adjust the cutting length of the specimen

up to 60 mm for repetitive cuts.

Chain spanner set with anchor block

Accessories for SERVOCUT - AA501

GR 0124
GR 0531

GR 1813

SERVOCUT 401-AA

Fume Condenser

Band Filter Unit,

Band filter conveyor for the automatic collection and disposal
of swarf, with capacity of 100 It., with fluid level indicator,
complete system on wheels, suitable for underneath the floor
cabinet and with connection kit to SERVOCUT 401 & 501.
400V, 3phase,50Hz

Laser allignment unit (for Servocut AA501,AA401 and A401)

SERVOCUT 401-AA

Automatic Abrasive Cutting Machine

Programmable with 5,7" HMI touch screen control,

with automatic chop cutting and automatic table-feed

cutting systems, with various cutting methods,

programmable with LCD display of cutting parameters, accurate
and motorized positioning of the specimen in X - Y and Z axis
(X-axis for plane parallel cutting is optional), integrated feed
path control, power dependent adjustable feed rate,

variable cutting force, pulse cutting mode, bar graph

overload display, compact cutting motor, 1950 rpm cutting speed,
with electronic brake system, cutting capacity upto 130/150 mm
solid stock, with cut-off wheels upto 8350/400mm,

twin T-slotted table(Y-direction only) made of stainless steel,
bottom part as rugged alloy base casting, 110 It recirculating
cooling unit with connection hoses, ready for operation.
Without clamping devices.

Includes a standard set of cutting consumables composed of;
©® An assortement of 20 cut-off wheels with 400 mm dia.

@ 5 It of Metcool cooling fluid.

400V, 3 phase, 50 Hz.

14 67-AX

14 67V
14 67-V-AX

GR 0925

as above(14 67) and including an automatically driven X-axis table
with 100mm travel for programmable serial plane parallel cutting.

as above(14 67) and with variable cutting speed 600-3200 rpm.

as above(14 67) and with variable cutting speed 600-3200 rpm.
and including an automatically driven X-axis table with 100mm
travel for programmable serial plane parallel cutting.

Software package for optional cutting methods;
® Diagonal Cut

® Step Cut

©® Segment Cut




SERVOCUT 401-MA

SERVOCUT 401-MA

Automatic Abrasive Cutting Machine

Programmable with 5,7" HMI touch screen control,

with handwheel driven chop cutting and automatic driven
table-feed cutting systems, with various cutting methods,
programmable with LCD display of cutting parameters,
accurate and motorized positioning of the specimen

in X'and Y axis (X-axis for plane parallel cutting is optional),
manual positioning of the cutting wheel in Z-axis, integrated
feed path control, power dependent adjustable feed rate,
variable cutting force, pulse cutting mode, bar graph

overload display, compact cutting motor, 1950 rpm cutting speed,
with electronic brake system, cutting capacity upto 130/150 mm
solid stock, with cut-off wheels upto @350/400mm,

twin T-slotted table(Y-direction only) made of stainless steel,
bottom part as rugged alloy base casting, 110 It recirculating
cooling unit with connection hoses, ready for operation.
Without clamping devices.

Includes a standard set of cutting consumables composed of;
® An assortement of 20 cut-off wheels with 400 mm dia.

@ 5 It of Metcool cooling fluid.

400V, 3 phase, 50 Hz.

EQUIPMENT
CUTTING

14 66-MX

14 66-AX

14 66-V

14 66-V-MX

14 66-V-AX

as above(14 66) and including a manually driven X-axis table
with 100mm travel for plane parallel cutting.

as above(14 66) and including an automatically driven X-axis table
with 100mm travel for programmable serial plane parallel cutting.

as above(14 66) and with variable cutting speed 600-3200 rpm.

as above(14 66) and with variable cutting speed 600-3200 rpm.
and including a manually driven X-axis table with 100mm travel
for plane parallel cutting.

as above(14 66) and with variable cutting speed 600-3200 rpm.
and including an automatically driven X-axis table with 100mm
travel for programmable serial plane parallel cutting.

SERVOCUT 401-MM

SERVOCUT 401-MM

Abrasive Cutting Machine,

with handwheel driven chop cutting and table-feed

cutting systems, manual positioning of the specimen

in X'and Y axis (X-axis for plane parallel cutting is optional),
manual positioning of the cutting wheel in Z-axis,

compact cutting motor, 1950 rpm cutting speed, with electronic
brake system, cutting capacity upto 130/150 mm solid stock,
with cut-off wheels upto @350/400mm, twin T-slotted
clamping table made of stainless steel, bottom part as rugged
alloy base casting, 110 It recirculating cooling unit with
connection hoses, ready for operation.

Without clamping devices.

400V, 3 phase, 50 Hz.

Includes a standard set of cutting consumables composed of;
©® An assortement of 20 cut-off wheels with 400 mm dia.

© 5 It of Metcool cooling fluid.

14 65-MX

as above(14 65) and including a manually driven X-axis table
with 100mm travel for plane parallel cutting.

Clamping Devices for SERVOCUT 401

GR 0029

GR 0030

GR 0031
GR 0032
GR 0154

1502

1504

YM 1058
YM 1059
GR 0150

GR 0033
GR 1230

Quick Acting Clamping Vise Assembly, Right,

for SRC 401 (Stainless Steel)

Quick Acting Clamping Vise Assembly, Left,

for SRC 401 (Stainless Steel)

Prism Jaw Block Set for round specimens

Rubber coated jaw block set for sensitive specimens
Compact Vise Assembly, Spring Loaded,

for SRC 401 (Stainless Steel)

MBU 1031 Vertical Clamping Device with clamping shoe,
clamping height upto 115mm.

MK 10 22 Height Block, 70 mm

Longitudinal V-Shoe

Traverse V-Shoe

Adjustable Mechanical Stop,

to adjust the cutting length of the specimen

up to 60 mm for repetitive cuts.

Chain spanner set with anchor block

Angular cutting Fixture, for cutting upto 45 degrees angle,
complete with its vise and ready for operation.




EQUIPMENT
CUTTING

Accessories for SERVOCUT 401

GR 0124 Fume Condenser

GR 0531 Band Filter Unit,
Band filter conveyor for the automatic collection and disposal
of swarf, with capacity of 100 It., with fluid level indicator,
complete system on wheels, suitable for underneath the floor
cabinet and with connection kit to SERVOCUT 401 & 501.
400V, 3phase,50Hz

GR 1813 Laser allignment unit (for Servocut AA501,AA401 and A401)

SERVOCUT 301-AA

SERVOCUT 301-AA

Automatic Abrasive Cutting Machine

Programmable with 5,7" HMI touch screen control,

with automatic chop cutting and automatic table-feed

cutting systems, with various cutting methods,
programmable with LCD display of cutting parameters, accurate
and motorized positioning of the specimen in X - Y and Z axis
(X-axis for plane parallel cutting is optional), integrated feed
path control, power dependent adjustable feed rate,

variable cutting force, pulse cutting mode, bar graph

overload display, compact cutting motor, 2800 rpm cutting speed,
with electronic brake system, cutting capacity upto 90/110 mm
solid stock, with cut-off wheels upto @250/300mm,

twin T-slotted table(Y-direction only) made of stainless steel,
bottom part as rugged alloy base casting, 80 It recirculating
cooling unit with connection hoses, ready for operation.
Without clamping devices.

Includes a standard set of cutting consumables composed of;
® An assortement of 20 cut-off wheels with 400 mm dia.

® 5 It of Metcool cooling fluid.

400V, 3 phase, 50 Hz.

14 57-AX as above(14 57) and including an automatically driven X-axis table
with 70mm travel for programmable serial plane parallel cutting.

14 57V as above(14 57) and with variable cutting speed 600-4000 rpm.

14 57-V-AX as above(14 57) and with variable cutting speed 600-4000 rpm.
and including an automatically driven X-axis table with 70mm
travel for programmable serial plane parallel cutting.

GR 0925 Software package for optional cutting methods;
@ Diagonal Cut

® Step Cut

® Segment Cut

SERVOCUT 301-MA

SERVOCUT 301-MA

Automatic Abrasive Cutting Machine

Programmable with 5,7" HMI touch screen control,

with handwheel driven chop cutting and automatic driven
table-feed cutting systems, with various cutting methods,
programmable with LCD display of cutting parameters,
accurate and motorized positioning of the specimen

in X and Y axis (X-axis for plane parallel cutting is optional),
manual positioning of the cutting wheel in Z-axis, integrated
feed path control, power dependent adjustable feed rate,
variable cutting force, pulse cutting mode, bar graph

overload display, compact cutting motor, 2800 rpm cutting speed,
with electronic brake system, cutting capacity upto 90/110 mm
solid stock, with cut-off wheels upto @250/300mm,

twin T-slotted table(Y-direction only) made of stainless steel,
bottom part as rugged alloy base casting, 80 It recirculating
cooling unit with connection hoses, ready for operation.
Without clamping devices.

Includes a standard set of cutting consumables composed of;
©® An assortement of 20 cut-off wheels with 400 mm dia.

© 5 It of Metcool cooling fluid.

400V, 3 phase, 50 Hz.

14 56-MX as above(14 56) and including a manually driven X-axis table
with 70mm travel for plane parallel cutting.

14 56-AX as above(14 56) and including an automatically driven X-axis table
with 70mm travel for programmable serial plane parallel cutting.

14 56-V as above(14 56) and with variable cutting speed 600-4000 rpm.

14 56-V-MX as above(14 56) and with variable cutting speed 600-4000 rpm.
and including a manually driven X-axis table with 70mm travel
for plane parallel cutting.

14 56-V-AX as above(14 56) and with variable cutting speed 600-4000 rpm.
and including an automatically driven X-axis table with 70mm
travel for programmable serial plane parallel cutting.




SERVOCUT 301-MM

SERVOCUT 301-MM

Abrasive Cutting Machine,

with handwheel driven chop cutting and table-feed

cutting systems, manual positioning of the specimen

in X and Y axis (X-axis for plane parallel cutting is optional),
manual positioning of the cutting wheel in Z-axis,

compact cutting motor, 2800 rpm cutting speed, with electronic
brake system, cutting capacity upto 90/110 mm solid stock,
with cut-off wheels upto ©250/300mm, twin T-slotted
clamping table made of stainless steel, bottom part as rugged
alloy base casting, 80 It recirculating cooling unit with
connection hoses, ready for operation.

Without clamping devices.

400V, 3 phase, 50 Hz.

Includes a standard set of cutting consumables composed of;
©® An assortement of 20 cut-off wheels with 300 mm dia.

® 5 It of Metcool cooling fluid.

EQUIPMENT
CUTTING

as above(14 55) and including a manually driven X-axis table
with 70mm travel for plane parallel cutting.

Clamping Devices for SERVOCUT 301

GR 0170

GR 0172
GR 0010
GR 0011
GR 0151
1501

1503

YM 1058
YM 1059
GR 0150
GR 0453

GR 1230

Quick Acting Clamping Vise Assembly, Left, for SRC.301

( Stainless Steel )

Quick Acting Clamping Vise Assembly, Right, for SRC.301
( Stainless Steel )

Prism Jaw Block Set for round specimens

Rubber coated jaw block set for sensitive specimens
Compact Vise Assembly, Spring Loaded, for SRC.301

( Stainless Steel )

MBU 1011 Vertical Clamping Device with clamping shoe,
clamping height upto 90 mm.

MK 10 21 Height Block, 60 mm

Longitudinal V-Shoe

Traverse V-Shoe

Adjustable Mechanical Stop,

to adjust the cutting length of the specimen

up to 60 mm for repetitive cuts.

Fastener vise for longitudinal sectioning of screws,fasteners
tubes, etc. from 12 to 45 mm. in length

Angular cutting Fixture, for cutting upto 45 degrees angle,
complete with its vise and ready for operation.

Accesories for SERVOCUT 301

GR 0760

Cabinet for floor model - SRC.301




EQUIPMENT PRECISION CUT-OFF MACHINES
CUTTING

MICRACUT 201

MICRACUT 201

Automatic High Speed Precision Cut-off Machine,
Programmable with 3,8" HMI touch screen control,

with moving table feed system, compact cutting motor,

with variable cut-off wheel speed from 500 to 5000 rpm,
automatic feeding with adjustable feed speed, motorised
positioning system with digital readout on the LCD,

library of cutting programs for different materials,

with built-in recirculation cooling unit,

complete and ready for operation.

Without clamping tools and specimen vises.

230V, 50 Hz, AC.

Includes a standard set of cutting consumables composed of;
® 1 pc. Diamond cutting Disc 200 mm dia.

©® An assortement of 20 abrasive thin cut-off wheels 200 mm dia.
® 4 1t of Micracool cooling fluid.

Accessories and Clamping Tools for MICRACUT 201

GR 0824 Automatic X-axis positioning unit for programmable positioning
in the X-axis with serial plane parallel cutting capability.(0-30 mm)
GR 0825 Manual X-axis positioning unit for specimen vises

with dovetail plates.(0-25 mm)

GR 0547 Stand for specimen vises with dovetail plates.

GR 0826 Stand with rotation for specimen vises with dovetail plates

GR 0548 Quick acting clamping vise assembly

GR 0010 Prism Jaw Block Set for round specimens

GR 0011 Rubber coated jaw block set for sensitive specimens

15 05 KKP 040 Vertical Clamping Device,

with clamp.shoe,MCR 201/Geocut

GR 0551 Quick Clamping Vise for longitudinal sectioning of bolts and fasteners

MICRACUT 176

MICRACUT 176

Automatic High Speed Precision Cut-off and Grinding Machine,
Programmable with 3,8" HMI touch screen control,

with variable cut-off wheel speed from 500 to 5000 rpm,
compact motor, 50 mm cutting capacity(100 mm with rotation),
load application up to 60 N, automatic feeding with

adjustable feed speed, motorised positioning system on the
horizontal x-axis with positioning accuracy 2 microns,

built-in - sample rotation, library of cutting programs and with
recirculation cooling unit, complete and ready for operation.
Without specimen vises.

230V, 50 Hz, AC.

Includes a standard set of cutting consumables composed of;
® 1 pc. Diamond cutting Disc 150 mm dia.

©® An assortement of 20 abrasive thin cut-off wheels 150 mm dia.
® 4 It of Micracool cooling fluid.

Specimen Vises for MICRACUT 201 and MICRACUT 176

GR 0210 Universal Specimen Vise for MICRACUT 176/201.

GR 0400 Universal Specimen Vise

GR 0401 Specimen vise with double parallel vice for long specimens.
GR 0402 Specimen vise for round and mounted specimens, @ 32mm.
GR 0403 Specimen vise for irregular shaped specimens.

GR 0404 Specimen vise for adhering specimens.

GR 0405 Specimen vise for biomedical samples.

GR 0430 Specimen vise (teardrop shape) for specimens 18-40mm.
GR 0431 Specimen vise (teardrop shape) for specimens 5-20mm.
GR 0434 Specimen vise for round cylindrical specimens

(max. Up to 40 mm dia) .

GR 0453 Fastener vise for longitudinal sectioning of screws,fasteners
tubes, etc. from 12 to 45 mm. in length

Optional Flange Sets for MICRACUT 201 and MICRACUT 176

GR 0410 Set of Flanges, @75 mm, suitable for 12,7 and 25,4 mm arbor dias.
GR 0411 Set of Flanges, 2100 mm, suitable for 12,7 and 25,4 mm arbor dias.




MICRACUT 150

Accessories for MICRACUT 1

GR 0212

GR 0408
GR 0409

MICRACUT 150

Precision cutter,with touch-pad controls, 100 W

powerful DC cutting motor, variable speed 0-1000 rpm,

with digital micrometer cross feed for specimen positioning,
counterbalanced sliding weight system,removable cooling unit,
automatic cut-off switch, for cutting discs of upto 150 mm.
diameter and ready for operation.

Without specimen vises.

230V, 50 Hz, AC.

MICRACUT 125

Low speed precision cutter, with touch-pad controls,

50 W powerful DC motor, variable speed from 0-600 rpm,
built-in digital micrometer,counterbalanced feed, automatic
cut-off switch, with built-in coolant system and ready for operation.
Without specimen vises.

230V, 50 Hz, AC.

25 & 150

Cutting Table Attachment for manual cutting of extra
flat specimens and PCB 's on MICRACUT 150.
Dressing Unit for MICRACUT 125

Dressing Unit for MICRACUT 150

EQUIPMENT
CUTTING

Specimen Vises for MICRACUT 150 & 125

GR 0400
GR 0401
GR 0402
GR 0403
GR 0404
GR 0405
GR 0430
GR 0431
GR 0434

GR 0406
GR 0453

Universal Specimen Vise for MICRACUT 125/150

Specimen vise with double parallel vice for long specimens.
Specimen vise for round and mounted specimens, @ 32mm.
Specimen vise for irregular shaped specimens.

Specimen vise for adhering specimens.

Specimen vise for biomedical samples.

Specimen vise (teardrop shape) for specimens 18-40mm.
Specimen vise (teardrop shape) for specimens 5-20mm.
Specimen vise for round cylindrical specimens

(max. Up to 40 mm dia).

Swivel arm unit for angular cutting.

Fastener vise for longitudinal sectioning of screws,fasteners
tubes, etc. from 12 to 45 mm. in length

Optional Flange Sets for MICRACUT 125 & 150

GR 0410

Set of Flanges, @75 mm suitable for 12,7 mm. Arbor dia.




EQUIPMENT
MOUNTING

ECOPRESS 100

ECOPRESS 200

Mould Assemblies

Accessories for ECOPRESS

GR 1366

VACUMET

GR 0726

ECOPRESS 100

Programmable Automatic Mounting Press with one cylinder,

5,7" HMI touch screen control, program based mounting
sequences, electro hydraulic pressure (requires no air), pressure
upto 330 bar, temperature upto 190 C, operation time upto 59:99
minutes, short cycle time, thermostatically controlled heating
power of 1600W, automatic cooling cycle with two modes

of cooling rates(fast cooling and slow cooling), programmable
preheating and preloading, selectable mould sizes from 25 mm
to 50 mm, audible warning signal, ready for operation.

230V, 1-phase, 50 Hz.

Mould assemblies are ordered seperately.

Includes a standard set of mounting consumables composed of

© 5 different hot mounting compounds; 1 kg of each and a total of 5 kg.

ECOPRESS 200

Programmable Automatic Mounting Press with two cylinders,

5,7" HMI touch screen control, program based mounting
sequences, electro hydraulic pressure (requires no air), pressure
upto 330 bar, temperature upto 190 C, operation time upto 59:99
minutes, short cycle time, thermostatically controlled heating
power of 2X1600W, automatic cooling cycle with two modes
of cooling rates(fast cooling and slow cooling), programmable
preheating and preloading, selectable mould sizes from 25 mm
to 50 mm, audible warning signal, ready for operation.

230V, 1-phase, 50 Hz.

Mould assemblies are ordered seperately.

Includes a standard set of mounting consumables composed of

© 5 different hot mounting compounds; 1 kg of each and a total of 5 kg.

Mould assembly, 1"
Mould assembly, 1 1/4"
Mould assembly, 1 1/2"
Mould assembly, 2"
Mould assembly, 25 mm
Mould assembly, 30 mm
Mould assembly, 40 mm
Mould assembly, 50 mm

Intermediate ram, 1"
Intermediate ram, 1 1/4"
Intermediate ram, 1 1/2"
Intermediate ram, 2"
Intermediate ram, 25 mm
Intermediate ram, 30 mm
Intermediate ram, 40 mm
Intermediate ram, 50 mm

Recirculating Coolant System,
composed of 42 litres stainless steel cooling tank,
24V recirculating pump and connection hoses, etc.

VACUMET

Self-contained vacuum impregnation unit, with built-in
pneumatic vacuum system of -0.65 bar, vacuum gage and
one set of supplies for casting epoxy resins.

Vacumet Consumable Kit

Consisting of 10 cups, 10 silicon tubes, Epocold-R (Resin),
Epocold-H (Hardener), 2 scale tubes.

MOUNTING




EQUIPMENT
GRINDING & POLISHING

FORCIPOL 1

36 01-200

GRINDING & POLISHING

FORCIPOL 1

Grinding and Polishing Machine

'Single wheel, suitable for 200 mm and 250 mm wheel diameter,
standard interface for FORCIMAT automatic specimen mover,

fixed speed of 300 rpm, 1/2 HP motor with overload

protection including water inlet and outlet.

230V, 1-phase, 50 Hz.

Includes a standard set of grinding & polishing consumables;

® An assortement of 100 grinding papers(various grits), 200 mm dia.
® An assortement of 5 polishing cloths with 200 mm dia.

©® Diamond suspensions, one of each of 6 mic. and 1 mic.plus lubricant

FORCIPOL Series

36 01-250

FORCIPOL 1V

36 02-200

As above, but consumables kit for 250 mm. dia. application.

FORCIPOL 1V

Grinding and Polishing Machine

'Single wheel, suitable for 200 mm and 250 mm wheel size,
standard interface for FORCIMAT automatic specimen mover,
'variable speed between 50-600 rpm , with digital display,

'3/4 HP motor with overload protection, including water

inlet and outlet.

230V, 1-phase, 50 Hz.

Includes a standard set of grinding & polishing consumables;

® An assortement of 100 grinding papers(various grits), 200 mm dia.
©® An assortement of 5 polishing cloths with 200 mm dia.

® Diamond suspensions, one of each of 6 mic. and 1 mic.plus lubricant

36 02-250

FORCIPOL 1E

36 03-200

As above, but consumables kit for 250 mm. dia. application.

FORCIPOL 1E

Grinding and Polishing Machine

‘Single wheel, suitable for 200 mm and 250 mm wheel size,
standard interface for FORCIMAT automatic specimen mover,
‘variable speed between 20-120 rpm , with digital display,

'3/4 HP motor with overload protection, including water

inlet and outlet.

230V, 1-phase, 50 Hz.

Includes a standard set of grinding & polishing consumables;

©® An assortement of 100 grinding papers(various grits), 200 mm dia.
©® An assortement of 5 polishing cloths with 200 mm dia.

©® Diamond suspensions, one of each of 6 mic. and 1 mic.plus lubricant

36 03-250

FORCIPOL 1S

36 04-200

As above, but consumables kit for 250 mm. dia. application.

FORCIPOL 1S

Grinding and Polishing Machine

'Single wheel, suitable for 200 mm and 250 mm wheel size,
standard interface for FORCIMAT automatic specimen mover,
variable speed between 100-1200 rpm , with digital display,

3/4 HP motor with overload protection, including water

inlet and outlet.

230V, 1-phase, 50 Hz.

Includes a standard set of grinding & polishing consumables;

® An assortement of 100 grinding papers(various grits), 200 mm dia.
® An assortement of 5 polishing cloths with 200 mm dia.

©® Diamond suspensions, one of each of 6 mic. and 1 mic.plus lubricant

36 04-250

As above, but consumables kit for 250 mm. dia. application.




EQUIPMENT
GRINDING & POLISHING

FORCIPOL 1M

FORCIPOL 300-1V

FORCIPOL 2

FORCIPOL 2V

36 05-200

FORCIPOL 1M

Grinding and Polishing Machine

'Single wheel,suitable for 200 mm and 250 mm wheel size,
standard interface for FORCIMAT automatic specimen mover

‘with two fixed speeds of 150 / 300 rpm selectable,

3/4 HP motor ~ with  overload protection,

including water inlet and outlet.

400 V, 3-phase, 50 Hz.

Includes a standard set of grinding & polishing consumables;

® An assortement of 100 grinding papers(various grits), 200 mm dia.
® An assortement of 5 polishing cloths with 200 mm dia.

©® Diamond suspensions, one of each of 6 mic. and 1 mic., plus lubricant

36 05-250

36 06-300

36 08-200

As above, but consumables kit for 250 mm. dia. application.

FORCIPOL 300-1V

Grinding and Polishing Machine

Single wheel,suitable for 300 mm wheel size, standard interface

for FORCIMAT automatic specimen mover, variable speed
between 50-600 rpm, with digital display, 1,0 HP motor with
overload protection, including water inlet an outlet.

230V, 1-phase, 50 Hz.

Includes a standard set of grinding & polishing consumables;

® An assortement of 100 grinding papers(various grits), 300 mm dia.
® An assortement of 5 polishing cloths with 300 mm dia.

©® Diamond suspensions, one of each of 6 mic. and 1 mic.plus lubricant

FORCIPOL 2

Grinding and Polishing Machine

'Double wheel,suitable for 200 mm and 250 mm wheel diameter,
standard interface for FORCIMAT automatic specimen mover,

fixed speed of 300 rpm, 1/2 HP motor with overload

protection including water inlet and outlet.

230V, 1-phase, 50 Hz.

Includes a standard set of grinding & polishing consumables;

® An assortement of 100 grinding papers(various grits), 200 mm dia.
® An assortement of 5 polishing cloths with 200 mm dia.

©® Diamond suspensions, one of each of 6 mic. and 1 mic., plus lubricant

36 08-250

36 09-200

As above, but consumables kit for 250 mm. dia. application.

FORCIPOL 2V

Grinding and Polishing Machine

standard interface for FORCIMAT automatic specimen mover
variable speed between 50-600 rpm, with digital display,

3/4 HP motor  with overload protection, including water

inlet and outlet.

230V, 1-phase, 50 Hz.

Includes a standard set of grinding & polishing consumables;

©® An assortement of 100 grinding papers(various grits), 200 mm dia.
® An assortement of 5 polishing cloths with 200 mm dia.

® Diamond suspensions, one of each of 6 mic. and 1 mic.plus lubricant

36 09-250

As above, but consumables kit for 250 mm. dia. application.




Operational Accessories for
FORCIPOL Grinder
Polishers

200 mm application

PVC wheel, 200 mm

Aluminium wheel, 200 mm

Splash guard, 200 mm

Paper ring, 200 mm

Cover

Bowl liner 200/250 mm. Single wheel

Bowl liner 200/250 mm. Double wheel, right
Bowl liner 200/250 mm. Double wheel, left
250 mm application

PVC wheel, 250 mm

Aluminium wheel, 250 mm

Splash guard, 250 mm

Paper ring, 250 mm

Cover

Bowl liner 200/250 mm. Single wheel
Bowl liner 200/250 mm. Double wheel, right
Bowl liner 200/250 mm. Double wheel, left
300 mm application

PVC wheel, 300 mm

Aluminium wheel, 300 mm

Splash guard, 300 mm

Paper ring, 300 mm

Cover

Bowl liner, 300 mm.

EQUIPMENT
GRINDING & POLISHING

FORCIMAT

3183
3193
GR 0440

AUTOMATIC HEAD
(for FORCIPOL Series of Grinder & Polishers)

FORCIMAT

Automatic Specimen Mover

Microprocessor controlled, pneumatically adjustable individual
force loading system, upto 6 specimens, 90 Watt DC motor,
front panel with touch-pad controls, audible  warning signal,
communication capability with all FORCIPOL machines,

steel mounting column,nand with LUBOMAT automatic

and exchangable drip lubricator.

Complete and ready for operation.

230V, 1-phase, 50 Hz.

Special Splash Guard, 250 mm., to be used with automatic heads
Special Splash Guard, 300 mm., to be used with automatic heads
Air fltering and lubricating unit

Specimen Holders for FORCIMAT

FORCIMAT specimen holder, 6 x @ 40 mm
Set of insert rings for 30 mm

Set of insert rings for 25 mm or 1"

Set of insert rings for 1 1/4"

Set of insert rings for 1 1/2"

FORCIMAT specimen holder, Blank
FORCIMAT specimen holder, 3 x @50 mm

DIGIPREP PLAN

DIGIPREP SYSTEMS

DIGIPREP PLAN

Planar Coarse Grinding Machine,

for initial planar grinding of metallographic specimens

in specimen holders, bench top compact design,
Programmable with 3,8" HMI touch screen control,
closed housing, max. safety provided with interlocking
switch, large working space with halogen lighting,
automatic sample feeding with adjustable fine speed,
controlled material removal with digital setting of grinding
depth with accuracy of 0,01 mm., high torque grinding motor,
with 2800 rpm speed to obtain optimum surfaces on
different materials, all parameters on LC display,

ready for operation, without clamping devices.

400V, 3-phase, 50Hz.

Includes 1 pc. 150 mm. Dia. AL203 Cup Grinding Stone
for ferrous materials as standard consumable set.

Accessories for DIGIPREP PLAN

YM 47 07
YM 47 08
GR 18 16
GR 1394

GR 1802
GR 0926

3-jaw chuck(for 155 mm. Dia. Specimen holders)
4-jaw chuck(for 130 mm. Dia. Specimen holders)
T-slotted table

Ricurcilating coolant tank, stainless steel,

40 It. capacity, with pump, level indicator, hoses etc.
Floor Cabinet

Special Floor Cabinet DIGIPREP 7 System




EQUIPMENT
GRINDING & POLISHING

Specimen Holders for DIGIPR
(Central Force Appllcatlon) Clamp type specimen holder,@130mm,

6 specimens with @25 mm.

Clamp type specimen holder,@130mm,

6 specimens with @30 mm.

Clamp type specimen holder, @130mm,
4 specimens with @40 mm.

Clamp type specimen holder,@130mm,

6 specimens with @1"

Clamp type specimen holder,@130mm,

6 specimens with @1 1/4"

Clamp type specimen holder, @130mm,
4 specimens with @1 1/2"

Clamp type specimen holder, @155mm,
3 specimens with @50 mm.

Clamp type specimen holder, @155mm,
3 specimens with @2"

Teardrop specimen holder, @145 mm,

6 specimen x 10 - 32 mm. Stainless steel
Teardrop specimen holder, @145 mm,

4 specimen x 10 - 42 mm. Stainless steel
Clamp type specimen holder, @ 145 mm for 6 rectangular
specimen 25 X 32 mm, stainless steel
Clamp type specimen holder, @ 145 mm for 3 rectangular
specimen 40 X 50 mm, stainless steel

DIGIPREP 251

DIGIPREP 251

Programmable with 6" HMI touch screen control,

Base Unit with large 0,75HP Motor, Variable wheel speed 50-
600 rpm, Quite belt drive, Complementary or Contra

rotational direction, Soft Start and Stop, With 250 mm diam.
working kit consisting of "Aluminium Wheel and Splash Guard",
Retractable water hose, with water supply and drain tubes.
Automatic Head, Large LCD screen, programmable

sample preparation parameters, central and/or individual
force application, steel mounting column, with variable
specimen holder speed 50-150 rpm, 100 Watt DC motor,

LED lighting, Z-axis material removal with depth control,
quick-locking swing mounted design, audible warning

signal, with holding chuck, Lubomat integrated lubricant
dispenser with peristaltic pump and flow adjustment valve,

Air supply tubes,Air filtering and lubricating unit.

Complete and ready for operation. Without Specimen Holders.
230V, 1-phase, 50 Hz.

Includes the following standard set of consumables;

® Special Magnetic Foil, @ 250 mm.

® Thin Metal Plate(5 pcs), @ 250 mm

©® Magneto grinding disc 18 mic., 250 mm dia.

©® An assortement of 5 polishing cloths 250 mm dia.

© Diamond suspensions one of each of 6 mic. and 1 mic., plus lubricar]

DIGIPREP 301

DIGIPREP 301

Programmable with 6" HMI touch screen control,

Base Unit with large 1,0HP Motor, Variable wheel speed 50-

600 rpm, Quite belt drive, Complementary or Contra

rotational direction, Soft Start and Stop, With 300 mm diam.

working kit consisting of "Aluminium Wheel and Splash Guard"

Retractable water hose, with water supply and drain tubes.

Automatic Head, Large LCD screen, programmable

sample preparation parameters, central and/or individual

force application, steel mounting column, with variable

specimen holder speed 50-150 rpm, 100 Watt DC motor,

LED lighting, Z-axis material removal with depth control,

quick-locking swing mounted design, audible warning

signal, with holding chuck, Lubomat integrated lubricant

dispenser with peristaltic pump and flow adjustment valve,

Air supply tubes,Air filtering and lubricating unit.

Complete and ready for operation. Without Specimen Holders.

230V, 1-phase, 50 Hz.

Includes the following standard set of consumables;

® Special Magnetic Foil, @ 300 mm.

® Thin Metal Plate(5 pcs), @ 300 mm

©® Magneto grinding disc 18 mic., 300 mm dia.

©® An assortement of 5 polishing cloths 300 mm dia.

© Diamond suspensions, one of each of 6 mic. and 1 mic.,
plus lubricant

DOSIMAT Peristaltic Fluid Disp

DOSIMAT

Fluid Dispenser, microprocessor controlled, with 4 peristaltic
pumps (3 for diamond suspensions/lubricant and 1 for
alumina suspensions), with interface to be connected to
DIGIPREP’s Automatic Head.

230V, 1 - phase, 50 Hz.




ENVIRO Recirculating Filtering System

GR 0865

ENVIRO Recirculating Filtering System

Closed loop 1 micron filtering system with 20 It. recirculating
water tank, suitable to operate with line water on 80 micron
filter as well. Requires 4 bar compressed air.

Ready for operation with all Metkon Grinder/Polishers

EQUIPMENT
GRINDING & POLISHING

LEVOMAT

Specimen Loading Fixture, to level the specimens within the
central force specimen holders, without specimen loading
plate.

Specimen Loading Plates

Specimen Loading Plate @ 130 mm
Specimen Loading Plate @ 145 mm
Specimen Loading Plate & 170 mm
Specimen Loading Plate o 155 mm

Specimen Holders for DIGIPRE

(Central Force Application)

P's Automatic Head

Clamp type specimen holder,@130mm,
6 specimens with @25 mm.

Clamp type specimen holder,@130mm,
6 specimens with @30 mm.

Clamp type specimen holder, @130mm,
4 specimens with @40 mm.

Clamp type specimen holder,@130mm,
6 specimens with @1"

Clamp type specimen holder,@130mm,
6 specimens with @1 1/4"

Clamp type specimen holder, @130mm,
4 specimens with @1 1/2"

Clamp type specimen holder, @155mm,
3 specimens with @50 mm.

Clamp type specimen holder, @155mm,
3 specimens with @2"

Teardrop specimen holder, @145 mm,

6 specimen x 10 - 32 mm. Stainless steel
Teardrop specimen holder, @145 mm,

4 specimen x 10 - 42 mm. Stainless steel
Clamp type specimen holder, @ 145 mm for 6 rectangular
specimen 25 X 32 mm, stainless steel
Clamp type specimen holder, @ 145 mm for 3 rectangular
specimen 40 X 50 mm, stainless steel
Clamp type specimen holder,@d170mm,
10 specimens with @25 mm.

Clamp type specimen holder, @170mm,
8 specimens with @30 mm.

Clamp type specimen holder, @170mm,
6 specimens with @40 mm.

Clamp type specimen holder, @170mm,
4 specimens with @50 mm.

Clamp type specimen holder, @170mm,
10 specimens with @1"

Clamp type specimen holder,@170mm,
8 specimens with @1 1/4"

Clamp type specimen holder,@170mm,
6 specimens with @1 1/2"

Clamp type specimen holder,@170mm,
4 specimens with @2"

( Specimen holders with @170mm

can only be used with DIGIPREP 300 instruments )

Specimen Holders for DIGIPREP's Automatic Head:

(Individual Force Application)

DIGIPREP specimen holder, @ 145mm,
for 6 x @ 25mm or 6x@ 1" specimen.
DIGIPREP specimen holder, o 145mm,
for 6 x @ 30mm specimen.

DIGIPREP specimen holder, g 145mm,
for 6 x @ 40mm specimen.

DIGIPREP specimen holder, @ 145mm,
for 3 x @ 50mm specimen.

DIGIPREP specimen holder, @ 145mm,
for 6x 1 1/4 inch specimen.
DIGIPREP specimen holder, @ 145mm,
for 6x 1 1/2 inch specimen.

DIGIPREP specimen holder, @ 145mm,
for 3x 2 inch specimen.

DIGIPREP specimen holder, o 145mm,




EQUIPMENT
PETROGRAPHY

GEOCUT

Accessories & Clamping Dev
GR 13 94
GR 1811

GR 1812
1505

GEOFORM

Accessories

GR 1383

GEOFIX

FORCIPOL 300 1V

GEOCUT

Geological Cutting Machine,

for sectioning of rock, ceramics, minerals, glass, concrete etc.,
with Z-axis cutting wheel positioning and table-feed cutting system,
manual positioning of the specimen in X and Y axis,

X-Y table bed and cross feed table for cutting of plane parallel
sections, mechanical display of cutting thickness,

cutting capacity upto 90/100 mm solid stock, for diamond wheels
upto ©250/300mm, 6,4 HP compact cutting motor,

electronic brake system, interlocking safety switch for hood,
bottom part as rugged alloy base casting, ready for operation.
Without clamping devices.

400V, 3 phase, 50 Hz.

ices for GEOCUT

Ricurcilating coolant tank, stainless steel,

40 It. capacity, with pump, level indicator, hoses etc.
Quick Clamping Device for round petrographic specimens
Universal vise for large specimens,rocks,etc.

KKP 040 Vertical Clamping Device,

with clamp.shoe, MCR 201/Geocut

GEOFORM

Precision Thin Section Cutting and Grinding Machine,
for fast and precise material removal of petrographic
thin sections, vacuum chuck to hold a vareity of slide
dimensions, vacuum pump with gauge and filter,
seperate cutting and grinding compartments,

corrosion free aluminium cast base, front panel controls,
micrometer for precise grinding off material from the
sample on the slide, for diamond cutting wheels

up to 200 mm. in dia., complete and ready for operation.
Without diamond cutting wheel and grinding wheel.
230V, 50 Hz, AC.

Recirculating Coolant System,
composed of 42 litres stainless steel cooling tank,
double 24V recirculating pump and connection hoses, etc.

GEOFIX

Fixture for mounting specimens to glass slides for
thin-sectioning, provides a uniform thickness of
bonding material between the specimen and the glass
slide, spring activated loading system with capacity
upto 8 specimens, easily placable on hot plate.

FORCIPOL 300 1V

Grinding and Polishing Machine

Single wheel,suitable for 300 mm wheel size,
standard interface for FORCIMAT automatic specimen
mover, variable speed between 50-600 rpm,

with digital display, 1,5 HP

motor with overload protection, including water

inlet and outlet.

230V, 1-phase, 50 Hz.

PETROGRAPHY




EQUIPMENT
PETROGRAPHY

Operational Accessories for
FORCIPOL Grinder
Polishers

Cast Iron Lapping Disc, 300 mm
PVC wheel, 300 mm

Splash guard, 300 mm

Paper ring, 300 mm

Cover

Bowl liner 300 mm.

PETROGRAPHY

FORCIMAT TS

FORCIMAT TS

Automatic Specimen Mover

for the preparation of mineralogical specimens,
Microprocessor controlled, pneumatically adjustable
individual force loading system, upto 6 specimens,
90 Watt DC motor, low rotational speed of 35 rpm, front
panel with touch-pad controls, audible warning signal,
steel mounting columnn and with LUBOMAT automatic
and exchangable drip lubricator.

Complete and ready for operation.

230V, 1-phase, 50 Hz.

Accessories for GR 0440
FORCIMAT TS 01

3302
3303
3310
33 11

Air fitering and lubricating unit

FORCIMAT specimen mover, 3 x @60 mm
FORCIMAT specimen mover, 6 x @ 40 mm

Set of insert rings for 30 mm

Set of insert rings for 25 mm

LAP-TS special specimen holder with Boron Carbide
stops for lapping of thin sections, 60 mm. Dia.
POL-TS special specimen holder for polishing of
thin sections, 60 mm. Dia.

Spectral 200

SAMPLE PREPARATION for

Spectral. 200

Table-top Surface Grinder

for spectroscopic sample preparation of steels and irons,
vibration-free construction,robust steel housing,

0,55 kW motor,standard outlet for exhauster,

easy to clean and ready for operation.

230V, 1-phase, 50 Hz.

SPECTROSCOPY

Accessories for Spectral 200

GR 1804
GR 1805

Spectral 350

Sample Holder for round specimens, Magnetic type.
Sample Holder for round specimens, Mechanical type.

Spectral 350

Dual Disk Surface Grinder

for spectroscopic sample preparation of steels and irons,
course and fine grinding possible on two seperate discs
of 350 mm dia.which are dynamically balanced, two
individual driving motors(2,2 kW each) with dual speeds
of 1400/2800 rpm, equipped with braking device for

a rapid stop of the turning discs, suction created by special
design retaining the abrasive paper on the disk(no need to
glue or fix), disks covered halfway by

lids allowing grinding only on a segment,

with interlocking safety switch not allowing the top

cover being opened before the motors are stopped,
ergonomically designed and ready for operation.

(wooden packing included)

400V, 3-phase, 50 Hz.




EQUIPMENT
SPECTROSCOPIC PREPARATION

Accessories for Spectral 350

GR 1804
GR 1805
GR 1365

SpectralL PG

Accesories for Spectral PG

GR 1807
GR 1801
GR 1802
GR 1366

GR 1365

SpectraL MM

Accessories for SpectraL MM

GR 1808
GR 1809
GR 1810
GR 1384
GR 1802
GR 1365

Sample Holder for round specimens, Magnetic type.
Sample Holder for round specimens, Mechanical type.
Industrial dust exhauster with 1,2 kW power for strong
aspiration and cleaning with easily replacable filter

Spectral-PG

Pendulum Grinding Machine,

for fast spectroscopic sample preparation of iron and
steel samples, bench top compact design, closed
housing, max. safety provided with interlocking switch,
pendulum arm mounted in taper roller bearings,

low noise with motor of 1,1 kW and 2800 rpm.,

easy handling with sample swing movement from

the front side of the machine, vertical precision
positioning of the grinding head with

an accuracy of 0,01 mm., large working space

with halogen lamp, standard outlet for dust exhauster,
standard outlet for water connection, complete and
ready for operation. Standard packing included.
Without clamping devices.

400V, 3-phase, 50 Hz.

Permanent Magnetic plate, 160 mm. Dia.

Standard clamping device for samples upto 60 mm.
Floor Cabinet

Recirculating Coolant System,

composed of 42 litres stainless steel cooling tank,
24V recirculating pump and connection hoses, etc.
Industrial dust exhauster with 1,2 kW power for strong
aspiration and cleaning with easily replacable filter

Spectral MM

Automatic fine surface milling machine,

for preparation of steels and non-ferrous metal samples
for OES and XRF analysis, bench top compact design,
Programmable with 3,8" HMI touch screen control,

closed housing, max. safety provided with interlocking switch,

large working space with halogen lighting, chip container
3-point chuck suitable for all shapes of sample forms,
(cylindrical, mushroom, etc.), for samples upto 80 mm dia.
automatic sample feeding with adjustable fine speed
control, digital depth setting, digital setting of milling
height with accuracy of 0,01 mm., cutting motor 1,1 kW,
digital setting of cutter rotational speed to obtain optimum
surfaces for different materials, ready for operation.

230V, 1-phase, 50 Hz.

Cutter head 63 mm for 5 cutting tips,

Cutter head 80 mm for 6 cutting tips,

Measuring tool for cutter positioning

Coolant(alcohol) spraying system

Floor Cabinet

Industrial dust exhauster with 1,2 kW power for strong
aspiration and cleaning with easily replacable filter




EQUIPMENT
MICROSCOPY

IMM 901
Trinocular Inverted
Metallurgical Microscope

Accessories for IMM 901

PST 901
Trinoculer Stereo Zoom
Microscope

IMM 901 Trinocular Inverted Metallurgical Microscope
Basic Magpnification : 100x - 1000x

Eyepieces : WF10x eyepieces paired (field of view @16 mm )
Objectives : 10x/0.25 (W.D. 6.7mm), 25x/0.40 (W.D. 0.76mm)
40x/0.65 (W.D. 0.67mm), 100x/1.25(W.D. 0.3 mm)

Stage : Mechanical stage 200x 152mm travel with right hand
Coaxial drop-down controls, movable range 15 x 15 mm.
Focusing : Coaxial low position coarse & fine focus controls
graduated to 2 microns per divison.

lllumination : 6V 20W adjustable light sources with halogen lamp
Size & weight : 540L x 195W x 320H mm & 9kg

Complete with dust cover

Ocular WF 12,5 X for IMM

WEF 10x with reticles (1 mm_with 100 divisions )for IMM
Stage micrometer for IMM, Reticle, 1 mm with 100 divisions
Eyepiece , WF 10x , with ASTM Grain Size E112

PST 901 Trinoculer Stereo Zoom Microscope,

Basic Magnification : 6.5x - 45x

Eyepieces : WF10x, paired

Obijectives : 0.65x - 4.5x

Trinocular zoom head and Post Stand,

Fluorescence ring illuminator,

Focusing : Rack and pinion system,

with anti-static PVC dust cover

Dimension & Net weight : 170Wx250Dx555H mm & 6.0 kg

MICROSCOPY

WF 10x with reticles, 100 divisions, for PST
Stage micrometer for PST, Reticle, 5 mm with 100 divisions
Mechanical Stage for PST 901

IPP 901
Polarization Microscope
for Petrography

IPP 901 Polarization Microscope for Petrography
Equipped with strain-free plan achromatic objectives

and wide field eyepiece. Coaxial coarsa/fine focus system
with tension adjustable and limit stopper, minimum division
of fine focusing:2mic. Take-down stylepolarizer, 360 rotable,
have 0,90,180,270 four scale, located down the aperture
diaphragm. Impellent style analyzer, 360 rotable, push
in/out from optical path conveniently. Collector composed
with field diaphragm and filter seat. Revolving round stage,
360 part scale and graduated in 1 increments, minimum
resolution 6' when using vernier scale, center adjustable and
with tightener. lllumination with 6V20W halogen lamp,
adjustable brightness.

Eyepieces: 10x

Obijectives: 4x, 10x, 40x, 100x




EQUIPMENT
IMAGE ANALYSIS

IMAGIN HARDWARE SET

IMAGIN MESURA 200

Accessories for
IMAGIN VMS 2000

IMAGE ARCHIVING,

MEASUREMENT & ANALYSIS

IMAGIN HARDWARE SET
1.4 M. Pixels Digital Colour CCD Camera,
Fire Wire PCI board and connection cable.

IMAGIN MESURA 200

Image capture, Image archaving, Image enhancement,
Calibration, Interactive mesurements ( Lenght, thickness,
width, angle, perimeter, area) Phase content analysis,
Image annotation, Image report generator, Direct transfer
to excel (Office 2003).

IMAGIN GRANO 200

Image capture, save and callibration, Grain sizing
software in compliance with ASTM E112 and

EN ISO 643, Intercepts method and Image comparision
Grain sizing with granulometry analysis,

Instant detection of Grain Boundries, Powerfull report
generator, Direct transfer to excel (Office 2003).

IMAGIN NODULA 200

Image capture, save and callibration, Graphite nodules
automatically detected and coloured with regards to
shape and size, Cast iron analysis in compliance with
EN ISO 945 including nodularity, Ferrite / Perlite
fraction, Powerfull report generator,

Direct transfer to excel (Office 2003).

IMAGIN VMS 2000

Automatic Hardness Test and Documentation System
Consisting of High Resolution CCD Camera,

Frame Grabber PCB, C-Mount Adapter, Eyepiece Adapter
and VMS 2000 Software Package.

* Imprint on the Monior,

* Digital calculation of Hardness Value,

* Measurement, Documentation and Archiving

* Hardness report printout of EHT, NHT and serial
measurements.

7102 Digital Micrometer for VMS 2000 ]




BT s TERS HARDNESS TESTING

DUROLINE-M
Microhardness Tester DUROLINE-M

H Microhardness Tester with Auto Turret
Wlth AUtO TU rret Test Load : 10, 25, 50, 100, 200, 300, 500, 1000 df,
in conformance with ASTM E-384, ISO/DIS6507-2,
HMI touch screen controls with large LCD,
with automatic loading and releasing method,
Consisting of; X-Y Stage (110x110 mm), Presicion Vise,
two Standard Test Blocks(HV700, HV400), Diamond
Indenter, Pyramid, Measuring Microscope (withx10
Eyepiece, Electronic Type), Object Lensx10, Object
Lensx40, Level Adjusting Leg, Camera Mounting Tube,
Small Lever, Indenter Cover, Machine Cover, Spare
Light Source Bulb (12V, 50W), Power Cord,
Parallel output for data print, RS 232 output for PC comm.
Instruction and Maintenance Manual.

DUROLINE-LV
Vickers(Low Load) Tester DUROLINE-LY

with Auto Turret Vickers (Low Load) Tester with Auto Turret

Test Loads : 0.2,0.3,0.5, 1, 2, 3, 5, 10 kg.,

in conformance with ASTM E-384, ISO/DIS6507-2,

HMI touch screen controls with large LCD,

with automatic loading and releasing method,
automated turret rotation, consisting of; 10X, 40X object
lens built in, electonic measuring microscope 10X,

built in diamond intender pyramid, anvil V-shape,

small level, spare light source bulb, spare fuse,

power cord, auxilary tools, machine cover and

Parallel output for data print, RS 232 output for PC comm.
instruction manuals..

DUROLINE-V
Vickers Hardness Tester DUROLINE-Y

with Auto Turret Vickers Tester with Auto Turret

Test Loads : 1,2,3,5,10,20,30 and 50 kg.,

in conformance with ASTM E-384, ISO/DIS6507-2,
HMI touch screen controls with large LCD,

with automatic loading and releasing method,
automated turret rotation, consisting of; 10X object
lens built in, electonic measuring microscope 10X,
built in diamond intender pyramid, anvil V-shape,
small level, spare light source bulb, spare fuse,
power cord, auxilary tools, machine cover and
Parallel output for data print, RS 232 output for PC comm.
instruction manuals.

Accessories

7902/1 Specimen holder for @25 mm

7902/2 Specimen holder for @30 mm

7902/3 Specimen holder for @40 mm

7902/4 Specimen holder for @50 mm

7903 Fine specimen holder (Vertical type)
7904 Fine specimen holder (Horizantal type)
7905 Precision vise (opening 50mm)

7906 Object lens 20x and optical kit

7907 Spare source bulb (10pcs/pk)

7908/M Vickers diamond indenter for MH
7908/V Vickers diamond indenter for VH/VHL
7909/M Knoop diamond indenter for MH

7910 Standart block HV 700

7911 Standart block HV 400

7912 Hand press

7913 Manual stage for MH (Max.load:15kgf)
7914 Manual stage for Vickers (Max.load:80kgf)
7915 Calibration scale glass.




CONSUMABLES CUTTING
Treno Series Abras

TRENO-NF @ 250 mm, for Non-Ferrous Steels

TRENO-H @ 250 mm, for Soft Steels < 23 HRC

TRENO-M @ 250 mm, for Medium Hard Steels > 23-55 HRC <
TRENO-S @ 250 mm, for Hard Steels > 50-60 HRC <
TRENO-SS @ 250 mm, for Very Hard Steels > 60 HRC
TRENO-NF @ 300 mm, for Non-Ferrous Steels

TRENO-M @ 300 mm, for Medium Hard Steels > 23-55 HRC <
TRENO-S @ 300 mm, for Hard Steels > 50-60 HRC <
TRENO-NF @ 350 mm, for Non-Ferrous Steels

TRENO-M @ 350 mm, for Medium Hard Steels > 23-55 HRC <
TRENO-S @ 350 mm, for Hard Steels > 50-60 HRC <
TRENO-M @ 400 mm, for Medium Hard Steels > 23-55 HRC <
TRENO-S @ 400 mm, for Hard Steels > 50-60 HRC <
TRENO-M @ 432 mm, for Medium Hard Steels > 23-55 HRC <
TRENO-S @ 432 mm, for Hard Steels > 50-60 HRC <
TRENO-M @ 500 mm, for Medium Hard Steels > 23-55 HRC <
TRENO-S @ 500 mm, for Hard Steels > 50-60 HRC <

Cuto Series Abrasive Cut-off Wheels

19-022/A @ 250 mm, for Soft&Medium Hard Steels Upto 50HRC
19-023/A @ 250 mm, for Hard Steels > 50-60 HRC <

Abrasive Cut-off W

TRENO-HP @ 150 mm, for Non-Ferrous, Stainless steels
TRENO-MP @ 150 mm, for medium and hardened steels
TRENO-HP @ 200 mm, for Non-Ferrous, Stainless steels
TRENO-MP @ 200 mm, for medium and hardened steels

Diamond Cutting for Precision Cutting

© 100 Diamond Cut-off wheels (Metal Bonded)
DIMOS 19-125 o 125 Diamond Cut-off wheels (Metal Bonded, med. conc.)

DIMOS 19-130 o 125 Diamond Cut-off wheels (Metal Bonded, high conc.)
DIMOS 19-126 o 125 Diamond Cut-off wheels (Resin Bonded)
DIMOS 19-150 o 150 Diamond Cut-off wheels (Metal Bonded, med. conc.)
DIMOS 19-155 o 150 Diamond Cut-off wheels (Metal Bonded, high conc.)
DIMOS 19-151 o 150 Diamond Cut-off wheels (Resin Bonded)
DIMOS 19-175 o 178 Diamond Cut-off wheels (Metal Bonded)
DIMOS 19-200 © 200 Diamond Cut-off wheels (Metal Bonded, med. conc.)
DIMOS 19-205 © 200 Diamond Cut-off wheels (Metal Bonded, high conc.)
DIMOS 19-201 © 200 Diamond Cut-off wheels (Resin Bonded)

CBN Cutting Discs (1pc) for Precision Cutting

o 125 CBN Cut-off wheels (Resin Bonded)
© 150 CBN Cut-off wheels (Resin Bonded)
© 200 CBN Cut-off wheels (Resin Bonded)

Diamond Cut-off W for METACUT & SERVOCUT

19-250 o 250 Diamond Cut-off wheels (Metal Bonded)
19-251 © 250 Diamond Cut-off wheels (Resin Bonded)
19-300 © 300 Diamond Cut-off wheels (Metal Bonded)
19-301 © 300 Diamond Cut-off wheels (Resin Bonded)
19-400 @ 400 Diamond Cut-off wheels (Metal Bonded)
19-401 © 400 Diamond Cut-off wheels (Resin Bonded)

METCOOL Nature Friendly Soluble Oil, 5 It.
FINOCOOL Qil for precision cuttint, 1 It.
MICRACOOL Qil for precision cutting Soluble Oil, 4 It.




CONSUMABLES MOUNTING

29-001 Black Phenolic Powder,1 kg.
29-001/10 Black Phenolic Powder,10 kgs.
29-002 Red Phenolic Powder, 1 kg.
29-002/10 Red Phenolic Powder, 10 kgs.
29-010 Transparent Acrylic Powder, 1 kg.
29-011 Epoxy, Hard 1 kg.

29-012 Diallyphtalat, 1 kg.

29-099 Mould Release Spray Can, 400 GR.

DMT 15 Powder, 1000 GR.
DMT 15 Fluid, 500 ML.
DMT 20 Powder (Transparent), 1000 gr

DMT 20 Fluid (Transparent), 500 ml.
EPOCOLD-H Epoxy Resin (1000 ml)
EPOCOLD-R Epoxy hardener (230 ml)

Cold Mountig Accessories

Spatulas, (100pcs)

Mixing Beakers, (10pcs)

Embedding Form, @ 25 mm. (1pc)
Embedding Form, @ 30 mm. (1pc)
Embedding Form, @ 40 mm. (1pc)
Embedding Form, @ 50 mm. (1pc)
Embedding form, 25 X 35 X 30 mm (1pc)
Embedding form, 40 X 50 X 30 mm (1pc)
Stainless steel clips (100 pcs)

Plastic clips (100 pcs)

GRINDING
Paper Grinding Di ack (1 Pack 100 Pcs.

38-020-060 @ 200 mm Disc, 60 Grit
38-020-120 @ 200 mm Disc, 120 Grit
38-020-180 @ 200 mm Disc, 180 Grit
38-020-240 @ 200 mm Disc, 240 Grit
38-020-320 @ 200 mm Disc, 320 Grit
38-020-400 @ 200 mm Disc, 400 Grit
38-020-600 @ 200 mm Disc, 600 Grit
38-020-800 @ 200 mm Disc, 800 Grit
38-020-1000 @ 200 mm Disc, 1000 Grit
38-020-1200 @ 200 mm Disc, 1200 Grit
38-020-2000 @ 200 mm Disc, 2000 Grit
38-040-060 @ 250 mm Disc, 60 Grit
38-040-120 @ 250 mm Disc, 120 Grit
38-040-180 @ 250 mm Disc, 180 Grit
38-040-240 @ 250 mm Disc, 240 Grit
38-040-320 @ 250 mm Disc, 320 Grit
38-040-400 @ 250 mm Disc, 400 Grit
38-040-600 @ 250 mm Disc, 600 Grit
38-040-800 @ 250 mm Disc, 800 Grit
38-040-1000 @ 250 mm Disc, 1000 Grit
38-040-1200 @ 250 mm Disc, 1200 Grit
38-040-2000 @ 250 mm Disc, 2000 Grit
38-050-060 @ 300 mm Disc, 60 Grit
38-050-120 @ 300 mm Disc, 120 Grit
38-050-180 @ 300 mm Disc, 180 Grit
38-050-240 @ 300 mm Disc, 240 Grit
38-050-320 @ 300 mm Disc, 320 Grit
38-050-400 @ 300 mm Disc, 400 Grit
38-050-600 @ 300 mm Disc, 600 Grit
38-050-800 @ 300 mm Disc, 800 Grit
38-050-1000 @ 300 mm Disc, 1000 Grit
38-050-1200 @ 300 mm Disc, 1200 Grit
38-050-2000 @ 300 mm Disc, 2000 Grit




CONSUMABLES
Paper Grinding

DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y

DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y

DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y
DEMPAX-Y

38-020-060Y
38-020-120Y
38-020-180Y
38-020-240Y
38-020-320Y
38-020-400Y
38-020-600Y
38-020-800Y
38-020-1000Y
38-020-1200Y
38-020-2000Y

38-040-060Y
38-040-120Y
38-040-180Y
38-040-240Y
38-040-320Y
38-040-400Y
38-040-600Y
38-040-800Y
38-040-1000Y
38-040-1200Y
38-040-2000Y

38-050-060Y
38-050-120Y
38-050-180Y
38-050-240Y
38-050-320Y
38-050-400Y
38-050-600Y
38-050-800Y
38-050-1000Y
38-050-1200Y
38-050-2000Y

dhesive Back (1 Pack 100 Pcs.

@ 200 mm Disc, 60 Grit
@ 200 mm Disc, 120 Grit
@ 200 mm Disc, 180 Grit
@ 200 mm Disc, 240 Grit
@ 200 mm Disc, 320 Grit
@ 200 mm Disc, 400 Grit
@ 200 mm Disc, 600 Grit
@ 200 mm Disc, 800 Grit
@ 200 mm Disc, 1000 Grit
@ 200 mm Disc, 1200 Grit
@ 200 mm Disc, 2000 Grit

@ 250 mm Disc, 60 Grit
@ 250 mm Disc, 120 Grit
@ 250 mm Disc, 180 Grit
@ 250 mm Disc, 240 Grit
@ 250 mm Disc, 320 Grit
@ 250 mm Disc, 400 Grit
@ 250 mm Disc, 600 Grit
@ 250 mm Disc, 800 Grit
@ 250 mm Disc, 1000 Grit
@ 250 mm Disc, 1200 Grit
@ 250 mm Disc, 2000 Grit

@ 300 mm Disc, 60 Grit
@ 300 mm Disc, 120 Grit
@ 300 mm Disc, 180 Grit
@ 300 mm Disc, 240 Grit
@ 300 mm Disc, 320 Grit
@ 300 mm Disc, 400 Grit
@ 300 mm Disc, 600 Grit
@ 300 mm Disc, 800 Grit
@ 300 mm Disc, 1000 Grit
@ 300 mm Disc, 1200 Grit
@ 300 mm Disc, 2000 Grit

GRINDING

Cup Stones for Pla

ar Grindi

AL203 White Grinding Stone for hard steels, Dia 150/32 mm
AL203 Pink Grinding Stone for cast iron, Dia 150/32 mm
SiC Black grinding stone for non-ferrous materials, Dia 150/32 mm

MAGNETO Diamon

MAGNETO |
MAGNETO |
MAGNETO |
MAGNETO Il
MAGNETO II
MAGNETO II

d Grinding

38-020-054
38-040-054
38-050-054
38-020-018
38-040-018
38-050-018

Discs (1 Pc. Per Pack

@200 MAGNETO Diamond Disc, 54 mic.
@250 MAGNETO Diamond Disc, 54 mic.
@300 MAGNETO Diamond Disc, 54 mic.
@200 MAGNETO Diamond Disc, 18 mic.
@250 MAGNETO Diamond Disc, 18 mic.
@300 MAGNETO Diamond Disc, 18 mic.

Polishing Clothes

SATO
METAPO-B
METAPO-V
FEDO-6J
FEDO-3
FEDO-1
FEDO-1N
coLLo
PETRI

SATO
METAPO-B
METAPO-V
FEDO-6J
FEDO-3
FEDO-1
FEDO-1N
coLLo
PETRI

SATO
METAPO-B
METAPO-V
FEDO-6J
FEDO-3
FEDO-1
FEDO-1N
CcoLLO
PETRI

39-013-200
39-033-200
39-043-200
39-015-200
39-025-200
39-065-200
39-055-200
39-085-200
39-090-200

39-013-250
39-033-250
39-043-250
39-015-250
39-025-250
39-065-250
39-055-250
39-085-250
39-090-250

39-013-300
39-033-300
39-043-300
39-015-300
39-025-300
39-065-300
39-055-300
39-085-300
39-090-300

ive, 10 Per Pack

@ 200 mm,. for 6 micron diamonds

@ 200 mm,. for 3-1 micron diamonds

@ 200 mm, for 1-0,1 micron diamonds or alumina
@ 200 mm, for 6 micron diamonds

@ 200 mm, for 3 micron diamonds

@ 200 mm, for 1 micron diamonds

@ 200 mm, for 0,25 micron diamonds

@ 200 mm, for colloidal silica

@ 200 mm, for petrography

@ 250 mm,. for 6 micron diamonds

@ 250 mm,. for 3-1 micron diamonds

@ 250 mm, for 1-0,1 micron diamonds or alumina
@ 250 mm, for 6 micron diamonds

@ 250 mm, for 3 micron diamonds

@ 250 mm, for 1 micron diamonds

@ 250 mm, for 0,25 micron diamonds

@ 250 mm, for colloidal silica

@ 250 mm, for petrography

@ 300 mm,. for 6 micron diamonds

@ 300 mm,. for 3-1 micron diamonds

@ 300 mm, for 1-0,1 micron diamonds or alumina
@ 300 mm, for 6 micron diamonds

@ 300 mm, for 3 micron diamonds

@ 300 mm, for 1 micron diamonds

@ 300 mm, for 0,25 micron diamonds

@ 300 mm, for colloidal silica

@ 300 mm, for petrography

POLISHING




CONSUMABLES POLISHING

AU C C A C U C
SMF 39-003-200 @ 200 mm, Special Magnetic Foil(1 pc)
SMF 39-003-250 @ 250 mm, Special Magnetic Foil(1 pc)
SMF 39-003-300 @ 300 mm, Special Magnetic Foil(1 pc)
T™MP 39-093-200 @ 200 mm, Thin Metal Plate(5 pcs)
T™MP 39-093-250 @ 250 mm, Thin Metal Plate(5 pcs)
TMP 39-093-300 @ 300 mm, Thin Metal Plate(5 pcs)

DIAMOND PRODUCTS
Diamaond Pastes,

DIAPAT-M Diamond Paste, 0.25 Mic., 10gr. syringe
DIAPAT-M Diamond Paste, 1 Mic., 10gr. syringe
DIAPAT-M Diamond Paste, 3 Mic., 10gr. syringe
DIAPAT-M Diamond Paste, 6 Mic., 10gr. syringe
DIAPAT-M 39-341-M Diamond Paste, 9 Mic., 10gr. syringe

Diamaond Pastes, Polcrystalli

DIAPAT-P 39-301-P Diamond Paste, 0.25 Mic., 10gr. syringe
DIAPAT-P 39-311-P Diamond Paste, 1 Mic., 10gr. syringe
DIAPAT-P 39-321-P Diamond Paste, 3 Mic., 10gr. syringe
DIAPAT-P 39-331-P Diamond Paste, 6 Mic., 10gr. syringe
DIAPAT-P 39-341-P Diamond Paste, 9 Mic., 10gr. syringe

Diamaond Suspens

DIAPAT-M 39-400-M Diamond Suspension 0.25Mic. 250 ml, bottle with sprayer
DIAPAT-M 39-410-M Diamond Suspension1 Mic. 250 ml, bottle with sprayer
DIAPAT-M 39-420-M Diamond Suspension 3 Mic. 250 ml, bottle with sprayer
DIAPAT-M 39-430-M Diamond Suspension 6 Mic. 250 ml, bottle with sprayer
DIAPAT-M 39-440-M Diamond Suspension 9 Mic. 250 ml, bottle with sprayer

Diamond Suspensions, Polycrystalline

DIAPAT-P 39-400-P Diamond Suspension 0.25Mic. 250 ml, bottle with sprayer
DIAPAT-P 39-410-P Diamond Suspension1 Mic. 250 ml, bottle with sprayer
DIAPAT-P 39-420-P Diamond Suspension 3 Mic. 250 ml, bottle with sprayer
DIAPAT-P 39-430-P Diamond Suspension 6 Mic. 250 ml, bottle with sprayer
DIAPAT-P 39-440-P Diamond Suspension 9 Mic. 250 ml, bottle with sprayer

DIAPAT-M Diamond Spray 0.25Mic. 100 ml, alu. Container
DIAPAT-M Diamond Spray 1 Mic. 100 ml, alu. Container
DIAPAT-M Diamond Spray 3 Mic. 100 ml, alu. Container
DIAPAT-M 39-435-M Diamond Spray 6 Mic. 100 ml, alu. Container
DIAPAT-M 39-445-M Diamond Spray 9 Mic. 100 ml, alu. Container

Diamond Sprays, Polycrystalline

DIAPAT-P 39-405-P Diamond Spray 0.25Mic. 100 ml, alu. Container
DIAPAT-P 39-415-P Diamond Spray 1 Mic. 100 ml, alu. Container
DIAPAT-P 39-425-P Diamond Spray 3 Mic. 100 ml, alu. Container
DIAPAT-P 39-435-P Diamond Spray 6 Mic. 100 ml, alu. Container
DIAPAT-P 39-445-P Diamond Spray 9 Mic. 100 ml, alu. Container

Diamond Lubricant

DIAPAT Diamond Lubricant, Water-based, 1.0 lt., bottle




CONSUMABLES

ALU-MIK
ALU-MIK
ALU-MIK

Alumina Susp. 0.05 Mic.1.0 It., bottle
Alumina Susp. 0.3 Mic.1.0 It., bottle
Alumina Susp. 1.0 Mic.1.0 It., bottle

ALUMINA PRODUCTS

Alumina Powder

ALU-MIK
ALU-MIK
ALU-MIK

Alumina Powder 0.05 Mic. 1000gr.
Alumina Powder 0.3 Mic. 1000gr.
Alumina Powder 1.0 Mic. 1000gr.

Coloidal Silica

COL-K(NC)

Colloidal Silica (1 It), bottle

SiC Powders

40-0120
40-0320
40-0400
40-0600
40-1000

Silicon Carbide Powder for lapping, grit 120, 500 gr.
Silicon Carbide Powder for lapping, grit 320, 500 gr.
Silicon Carbide Powder for lapping, grit 400, 500 gr.
Silicon Carbide Powder for lapping, grit 600, 500 gr.
Silicon Carbide Powder for Iapping_, grit 1000, 500 gr.

PETROGRAPHY

Is for Thin Sectioning

@ 175 Diamond cup grinding wheel, 65 mic
@ 175 Diamond cup grinding wheel, 35 mic

Special Box for Slides
Standard Slides 27x46x1.27, 144 pcs.

SPECTROSCOPY

Grinding Stones

Milling Tips for

Milling tips for non ferrous metarials (1 set=6 pcs)
Milling tips for ferrous metarials (1 set=6 pcs)




Metkon Instruments Ltd. Demirtas Organize San. Bolgesi Ali Osman Sénmez Cad. No: 14 Bursa / TURKEY
Tel: ++90-224 261 18 40 Fax: ++90-224 261 18 44 www.metkon.com metkonsales@metkon.com

AERONORM +90224 251 50 63





